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1 Document Information
1.1 Evolution follow-up
Revision Type of modification Author Date
1.0 Initial Revision S. Rabiller 2016/10/21
11 Limitations updated C. Cayrol 2017/01/30
1.2 Updates for release 3.11 L. James 2017/11/22
1.3 Updates for release 3.12 K. Mery 2018/04/12
14 Updates for release 3.13 K. Mery 2018/09/17
15 Updates for release 3.14 K. Mery 2018/09/26
1.6 Updates for release 3.15 K. Mery 2019/04/26
1.7 Updates for release 3.18 K. Mery 2019/12/04
1.8 Updates for release 3.20 K. Mery 2020/01/17
1.9 Updates for release 3.21 K. Mery 2020/02/04
2.0 Updates for release 3.22 K. Mery 2020/03/16
2.1 Updates for release 3.24 K. Mery 2020/07/31
2.2 Updates for release 3.26 K. Mery 2020/10/08
23 Updates for release 3.28 K. Mery 2021/03/10
2.4 Updates for release 3.30 K. Mery 2021/07/22
25 Updates for rel 3.32 K. Mery 2022/02/25
2.6 Updates for release 3.34 K. Mery 2023/04/13
2.7 Updates for release 3.36 K. Mery 2023/09/01
2.8 Updates for release 3.38 K. Mery 2024/02/26

1.2 Objective

This document is the installation guide of the Ingenico USB driver for Telium, Tetra and Axium

devices.

1.3 Scope

This document is aimed at every administrator or user who wants to install and use the new version of
the Ingenico USB driver.

1.4 Glossary

List of terms used within this document is shown below for reference.

Term

Meaning

Telium / Tetra / Axium

The terminal operating system

PID Product ID (USB)

VID Vendor ID (USB)

uUsB Universal Serial Bus

Driver Ingenico USB driver for Telium devices
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2 Important notes
2.1 Compatibility

2.1.1 Operating Systems

The Driver is compatible with the following versions of Microsoft Windows operating system:

e Windows 10
e Windows 11

The screen shots in this guide are from a PC running on various Windows OS version and may differ
from the user’s version of Windows.

Please note that by default the install process will remove the old Windows USB driver (usbser); if

desired you may opt to retain this driver during the installation.

2.1.2 Terminals
The Driver is compatible with the USB VIDs/PIDs of the following terminal types:

USB ID Name USB VID USB PID
Ingenico Axium AXIUM_DEVICE
Ingenico Telium 0x079B 0x0028
Ingenico PPR30 0x079B 0x0029

Ingenico P30 0x079B 0x006D

Ingenico C30 0x079B 0x006E

Ingenico CAD30VR 0x079B 0x0081
Ingenico ELC930 0x079B 0x0088
Ingenico CAD30UPP 0x079B 0x008B
Ingenico PP30S 0x079B 0x008D
Ingenico CAD30VT 0x079B 0x0090
Ingenico CAD30USR 0x079B 0x009C
Ingenico iUN-UCI 0x0B00 0x0050
Ingenico iPP2xx 0x0B00 0x0051
Ingenico Move5000 0x0B0O 0x0052
4/26 ngenico document- Please ch‘eck(t]jrocument validity beiore\Nk‘:Q\:lé‘ e v i m ico
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Ingenico Move3500 0x0B0O 0x0053
Ingenico Desk3xxx 0x0B00O 0x0054
Ingenico Move2500 0x0B0O 0x0055
Ingenico Lane7000 0x0BOO 0x0056
Ingenico iIST1xx/iUC1xx/iUC2xx/iUI120/iUP2xx 0x0B00 0x0057
Ingenico iPP30 0x0B00O 0x0058
Ingenico iPP3xx/iPP480 0x0B00 0x0060
Ingenico iISC350/iSC480 0x0BOO 0x0061
Ingenico iSC2xx 0x0BOO 0x0062
Ingenico iDesk 3200 0x0B00O 0x0063
Ingenico iIWB2xx/iIWL2xx/iWL350 0x0B00O 0x0064
Ingenico iICT2xx 0x0BOO 0x0066
Ingenico E532 0x0BOO 0x0067
Ingenico iPH 0x0B00 0x0069
Ingenico iRS1 0x0B00 0x006A
Ingenico iRS2 0x0BOO 0x006B
Ingenico iIRS3 0x0BOO 0x006C
Ingenico iIUR250 0X0B00 0x006F
Ingenico iIUR255 0X0B00 0x007C
Ingenico iUC150B 0X0B00 0x007D
Ingenico Desk5000 0x0B00 0x0080
Ingenico Lane5000 0x0BOO 0x0081
Ingenico Lane8000 0x0B00O 0x0082
Ingenico Link2500 0x0B00 0x0083
Ingenico Lane3000 0x0B0O 0x0084
Ingenico Move5000F 0x0BOO 0x0085
Ingenico Axium-D7 0x0B00 0x0086
Ingenico Desk1500 0x0B00 0x0087
Ingenico Open 1200/1500 0x0B00 0x0088
Ingenico Axium-M7A 0x0BOO 0x0089
Ingenico Desk1200 0x0B00 0x0095
Ingenico Self2000/4000/5000 0x0B00 0x0096
Ingenico Self7000 0x0B00 0x0099
Ingenico Lane3600 0X0B00O 0X00A2
Ingenico Desk2600 0X0B00 0X00A3
Ingenico Link2500 LE 0X0B00 0X00A4
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Ingenico Move2600 0X0B0OO 0XO00A5
Ingenico Self3000 0X0B00 0X00A6
Ingenico Self7000-LE 0X0B00 0X00A7
Ingenico BASE5000-BL-ST 0X0B00O 0X00A8
Ingenico Self 2000/4000/5000 LE 0X0B00O 0X00A9
Ingenico Desk1700 0X0B0O 0X00BO
Ingenico Pebble 0X0B00 0X00B1
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2.2 Limitations

The driver is intended to be used for Ingenico Telium, Tetra and Axium devices only and is only compatible
with otherlngenico applications such as:

e Starting from LLT 5.5.0

e Starting from Ingedev 8.16.0.3

e Starting from SignKit 3.8

The Force COM feature provided by the Ingenico USB driver makes the “TeliumUsbPortUpdater”
obsolete. This software must not be used when the Ingenico USB driver is installed.

The Driver Installer automatically uninstalls the old Windows driver and the “TeliumUsbPortUpdater”
tool.

The user must have administrator level access in order to install or uninstall the driver
correctly.

The installer will uninstall all previous versions of the drivers and the TeliumUSBPortUpdater
service. This operation may take some time to complete.

7126 Ingenico document - Reproduction or disclosure prohibited without written authorization
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3 Installation Process

To start the installation process, run the “IngenicoUSBDrivers_XX.YY_setup_SIGNED” executable file.
Please note that XX.YY is the version number of the installation package and not the version number

of the Driver itself.

3.1 USB Driver Installation Wizard

This installer can be launched with the graphical interface by double-clicking on the executable file.
The initial screen will confirm which version of the driver will be installed.

e Ingenico USE Drivers 3.38 Setup - X

Welcome to the Ingenico USB
Drivers 3.38 Setup Wizard

This wizard will guide you through the installation of Ingenico
USE Drivers 3,38,

It is recommended that you dose all other applications
before starting Setup, This will make it possible to update
relevant system files without having to reboot your
computer.,

Click Mext to continue,

Click Next > to start the installation process.

8/26 Ingenico document - Reproduction or disclosure prohibited without written authorization
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e Ingenico USB Drivers 3.38 Setup

Choose Install Location
Choose the folder in which to install Ingenico USE Drivers 3.38.

- X

ingenico

Destination Folder

Setup will install Ingenico USE Drivers 3,38 in the following folder. To install in a different
folder, dick Browse and select another folder. Click Next to continue.

Browse...

Space reguired: 0.0KB
Space available: 78.4GB

Ingenico - Smark Terminals

< Back

Cancel

Public

To install the driver to a specific location click Browse to search for the desired location, otherwise just

click Next > to accept the default location specified.

e Ingenico USB Drivers 3.38 Setup

Usb Driver parameters
This page allows to set parameters used by USB Driver.

- X

ingenico

[JForce COM Port Feature enabled
Select by Product ID

Product ID (PID)

| V|
| V|

Select by Connection Order (Enter decimal Value of COM port)

Virtual COM Port
(dedmal range 1-256)

i

Ingenico - Smart Terminals

< Back

Cancel

To enable the Force COM Port feature check the Force COM Port Feature enabled option and
complete the configuration as per your requirements. Once completed click Next >.

9/26
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For more information on the Force COM Port feature, or how to disable/enable it manually, please

refer to section 5_4 How to manually enable the force COM feature

e Ingenico USB Drivers 3.38 Setup - X

Advanced parameters

. -
This page allows to set advanced options. Select if old versions of I ng en |CO

Usbser driver will be deleted.

Advanced Options

Uninstall Microsoft Usbser drivers(s)

Command line:

Ingenico - Smark Terminals

If you wish to uninstall the Microsoft USB driver (usbser) then check the option. Otherwise, if you wish

to retain this, uncheck the Uninstall Microsoft Usbser driver(s) option before clicking Next >.

You can also add options for the installation process via the command line input. Please refer to

section 3_3 USB Driver Installation Command Line.

e Ingenico USB Drivers 3.38 Setup - X

Choose Start Menu Folder

Choose a Start Menu folder for the Ingenico USE Drivers 3.38
shortcuts.

ingenico

Select the Start Menu folder in which you would like to create the program's shortcuts, You
can also enter a name to create a new folder.

nagenico USE Drivers 3,38

123 Free Solitaire ~
7-Zip

Accessibility

Accessories

Administrative Tools

Android Studio

Barco

Cisco

Dropbox

FlashIntegro

FortiClient W

[ Do not create shortcuts

Ingenico - Smark Terminals

< Back Install Cancel

10/26 Ingenico document - Reproduction or disclosure prohibited without written authorization
Please check document validity before using

ingenico

GROUP

| Field Code Changed

{ Field Code Changed




ICO-OPE-4329-V6 Ingenico Driver Installer User Guide Public

Choose the start menu folder into which shortcuts will be placed or check the Do not create
shortcuts option before clicking Install to start the installation.

9 Ingenico USB Drivers 3.38 Setup -

Completing the Ingenico USB
Drivers 3.38 Setup Wizard

Ingenico USE Drivers 3.38 has been installed on your
computer.,

Click Finish to dose this wizard.

Visit Ingenico web site (http:/jwww.ingenico.com). ..

11/26 Ingenico document - Reproduction or disclosure prohibited without written authorization e
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3.2 Re-Installation Case

If the driver is already installed on your computer, the installer will detect that a previous version is
installed.
1- If the version you want install is older or equal to the one already installed, the installer will
notify you that you must uninstall the version already installed.

Ingenico USE Drivers 3.38 Setup *

onlyl’ is installed,
This version must be uninstalled before installing the new
one,

o An alder or equal version 'Ingenico USE Drivers 3,38 (remove

Ingenico USB Drivers 3.38 Setup X

8 Installation is aborted!

You must go to add/remove programs on your computer and uninstall USB driver already
installed.

&7 Ingenico USB Drivers 3.36 Uninstall — e

Welcome to the Ingenico USB
Drivers 3.36 Uninstall Wizard

This wizard will guide you through the uninstallation of
Ingenico USB Drivers 3.36.

Before starting the uninstallation, make sure Ingenico USB
Drivers 3.36 is not running.

Click Next to continue.

Next > Cancel

Ingenico document - Reproduction or disclosure prohibited without written authorization
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the uninstallation.

(aj Ingenico USB Drivers 3.36 Uninstall - X
Uninstall Ingenico USB Drivers 3.36 ” —
Remove Ingenico USB Drivers 3.36 from your computer. l ng en |C°

Ingenico USB Drivers 3.36 will be uninstalled from the following folder. Click Uninstall to start

Uninstalling from: | C:\Program Files (x86)\Ingenico\IngenicolUSBOrivers,

Ingenico - Smart Terminals

com [T

Cancel

(av Ingenico USB Drivers 3.36 Uninstall

A reboot is required to finish the uninstall. Do you wish to reboot
now?

Ingenico USB Drivers 3.36 Setup x

only] is installed.
This version must be uninstalled before installing the new
one,

0 An older or equal version 'Ingenico USE Drivers 3.38 [remove

Ingenico document - ion or p without written
Please check document validity before using
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your computer to finish uninstallation process.
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After clicking on “Yes” button, uninstallation is executed in background. After few seconds,
following screen appears:

Ingenico USB Drivers 3.36 Setup

Uninstall is finished. Do you want to reboot now ?

After the reboot, setup is launched automatically in order to install the new version.

Ingenico document - ion or ited without written
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3.3 USB Driver Installation Command Line
It can also be called via the command line with the following parameters which are case sensitive:
IngenicoUSBDrivers XX.YY setup BETA.exe [/S] [/? --help] [[/PORT=NNN]

[/PID=XXXX:YYY]][/U --uninstall]
[/partial cleanup] [/INST PATH path]

/? or --help Display this message.
IS] Launch installation in silent mode.
/PORT=port Enable Force COM Port where “port” is the port number in numeric (eg. 1-99).

If “port” is specified then the installation is completed with the specified port
number. If the “port” is not specified then the installation will attempt to
complete using the port number found in the previous installation - if this is not
found then an error is returned.

/P1D=pid:port Enable Force COM Port by PID where “pid” is the USB PID of the terminal
type in hex (eg. 0028) and the “port” is the port number in numeric (eg. 1-99).

/U or / uninstall  Uninstall older versions of the USB drivers only and exit the program.

[partial_cleanup Uninstall current version of the Jungo USB Driver only.

/leave_usbser Do not uninstall the Windows USB Driver(s) (usbser).

/INST_PATH path  Specify the installation path.

The installation will return one of the following codes:

0 The installation completed successfully

1 The installation requires the operating system to be restarted in order to complete

2 The uninstall is completely done and a reboot is needed before installing new version
-2 The installation has failed or has been interrupted

However if the executable is run without any parameters, the force COM feature can be manually

enabled (cf 5_4 How to manually enable the force COM feature). [Field Code Changed
{ Field Code Changed
Ingenico document - ion or p without written i Y
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4 Uninstall process

To uninstall the driver, go to the add/remove programs in the control panel and remove the Ingenico
USB Drivers Package xx.yy (remove only) item:

Paramétres o x
@ Accuei Applications et fonctionnalités

Rechercher un paramétre L Choisir I'origine des applications
o Linstallation d'applications uniquement & partir du Microsoft Store

contribue & protéger votre appareil

= i | Nimporte ol v
£ Applications et fonctionnalités

it

Applications par défaut
Applications et fonctionnalités
[ Cartes hors connexion
Alias d'exécution d'application
[& Applications pour les sites web Effectuez des opérations de recherche, de tri et de filtrage par lecteur. Si
vous voulez désinstaller ou déplacer une application, sélectionnez-la

CH  Lecture de vidéos dans la liste.
| usg| =
T Démarrage
Trier par: Nom Filtrer par : Tous les lecteurs

1 application trouvée

Ingenico USB Drivers 3.38 (remove only)

26/02/2024

Paramétres associé:

One must not try to uninstall through the device manager since it is either ineffective or incomplete. On
Windows XP it has no effect and on Windows Vista and Windows 7 it doesn’t uninstall the driver
completely.

Important note: Do not try to uninstall drivers through the following menus of the Device
Manager window.

Ingenico document - ion or without written at
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-5 kmery-PC

3 9 Batteries

1> -8 Computer

b Disk drives
B Display adapters
>y DVD/CD-ROM drives
[ % Human Interface Devices
|- [DE ATA/ATAPT controllers
|+ 25 Keyboards

[ --ﬂ Mice and other pointing devices
- B Moniters

- & Network adapters

7 Ports (COM & LPT)

.75 Ingenico Move500i Tt

[3 i Universal Serial Bus col

- |2} Processors Update Driver Software...
[»-% Sound, video and gam Disable
|- M System devices Uninstall

Scan for hardware changes

Properties

Opens property sheet for the current selection.

Propriétés de: Ingenico Telium (COM10)
Général Force Com Port Paramétres du port
Pilote Détails Evénements
Ingenico Telium (COM10]
- " como
Foumisseur du pilote : INGENICO
Date du pilote : 22/01/2024
Version du pilote : 2031
Signataire numérique : Mi ft Windows Hard C atibility
Publisher
Détais du pilote Affichez les détails concemant les fichiers du
pilote installés
Mettre 2 jour le pilote Mettez & jour le pilote pour cet appareil.
Si le périphérique ne fonctionne pas aprés la
Restaurer le pilote mise & jour du pilate, réinstaller le pilote
précédent
Désactiver |'apparsil Désactivez I'appareil.
Désinstaller 'apparei Désinstalez |'appareil du systéme (avance).
oK Annuler

Ingenico document -
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5 Frequently asked questions

5.1 How do | know that the driver is installed?

The easiest way of knowing whether the driver is installed is to check the “add/remove programs”
window under the control panel. If the driver was installed with the installer there is the item “Ingenico
USB Drivers Package xx.yy (remove only).

If the driver was not installed with the installer, one must find in the Device Manager the following new
hardware.

=4 Device Manager
File Action View Help

e« | =EHE

4 g2 Ingenico-PC

b 3 Batteries

> 78 Computer

| o

>y Disk drives

H ‘;, Display adapters

>y DVD/CD-ROM drives

Eﬁ Human Interface Devices
g IDE ATASATAPI controllers
& Keyboards

-

B

--ﬂ Mice and other pointing devices

A Monitors

EF Network adapters

T Ports (COM & LPT)

- L% Ingenico WL2Zio¢WL3xe Comm Port (COM3) «———————— Low-level part of the driver
: n Processors

b -4 Sound, videe and game controllers

T W

——

> .M System devices
- i Universal Serial Bus controllers

Ingenico control device
Ingenico WL/ TWL | <
Intel(R) 82801 FB/FEM U5B2 Enhanced Host Controller - 265C
Standard OpenHCD USE Host Controller

USE Reot Hub

USB Root Hub

High-level part of the driver
(Depends on device name
regarding the PID)

18/26 Ingenico document - Reproduction or disclosure prohibited without written authorization
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5.2 How can | know the version of the driver | use?

In order to check the current driver version, a Telium, Tetra or Axium device must be connected. Right-

click MyComputer, choose Manage and select Device Manager in the left-hand pane.

Note: If there is no “Force COM port” tab, it means that is not the Driver but the old Windows driver.

19/26

Propriétés de : Ingenico Telium (COM10)
Général Force Com Port Parametres du port
Pilote Détails Evénements

-~ Ingenico Telium (COM10)

Foumisseur du pilote :
Date du pilote :
Wersion du pilote :

Signataire numergue :

INGENICO
22/01/2024
2031

Microsoft Windows Hardware Compatibility
Publisher

Detailzs du pilote

Mettre & jour le pilote

Restaurer le pilote
Désactiver |'appareil

Désinstaller |'appareil

Affichez les détails concemant les fichiers du
pilote installés.

Mettez a jour le pilote pour cet appareil.

Si le périphérigue ne fonctionne pas aprés la
mise & jour du pilote, réinstaller le pilote
précedent.

Désactivez |'appareil.

Deésinstallez |'appareil du systéme (avance).

oK Annuler

X
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If there is a requirement to roll back to the previous driver, for example if you were using LLT and you
just installed the new Driver or if you have another driver (not distributed by Ingenico) which has been
overwritten by this new driver, it's possible to recover the previous state without uninstalling the driver.

In order to roll back the driver a Telium, Tetra or Axium devices must be connected. Right-click My

Computer, choose
Manage and select

& Computer Management
File Action View Help

e xE dE®

Device Manager in the left-hand pane

& Computer Management (Local
s [f} System Tools
b (@ Task Scheduler
& @] Event Viewer
b @) Shared Folders
& & Local Users and Groups
b (8 Performance
5 Device Manager
4 23 Storage
(=9 Disk Management
b Fy Services and Applications

4 2 Ingenico-PC|

148 Batteries

48 Computer

I g Disk drives

|- &%, Display adapters

I 4} DVD/CD-ROM drives

- 8% Human Interface Devices

I g IDE ATA/ATAPI controllers

1= Keyboards

I Mice and other pointing devices

1+l Monitors

1 &F Network adapters

473 Ports (COM &LPT)

T3 Ingenico IWL2w/ WLk Camm Port (COM3)

2 Processors

1% Sound, video and game controllers

1 8 System devices

4§ Universal Serial Bus contrallers

i § Ingenico control device
Ly

i § Intel(R) 82801F8/FEM USE2 Enhanced Host Controller - 265C
§ Standard OpenHCD USE Host Controller
i USERoot Hub
L. USBRootHub

Actions
Device Manager -
More Actions »

Terminals) and choose Update Driver and follow the instructions.

{ Field Code Changed
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u || Update Driver Software - Ingenico control device

How do you want to search for driver software?

< Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

< Browse my computer for driver software
Locate and install driver software manually.

Choose Browse my computer for driver software and and click Next >

@ | Update Driver Software - Ingenico control device
Browse for driver software on your computer

Search for driver software in this location:

C:\Users\Ingenico\Documents A

< Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device,

Choose Let me pick from alist of device drivers on my computer and click Next >

Ingenico document - Reproduction or disclosure prohibited without written authorization
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@ Il Update Driver Software - Ingenico control device
Select the device driver you want to install for this hardware.

Select the manufacturer and model of your hardware device and then click Mext. If you have a
J disk that contains the driver you want to install, click Have Disk.

Show compatible hardware

Model
S Ingenico control device

El This driver is digitally signed.

Tell me why driver signing is important

Choose the driver from the list as appropriate and click Next >
After the driver update has completed click Finish.
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5.4 How to manually enable the force COM feature

The Driver allows for you to force the virtual COM port of the USB device so that it does not change
even if connected to different USB sockets. This feature can be configured to:

e Specify the COM Port based on the type of terminal (USB VID/PID - see secton2 12 [Field Code Changed
Jerminals); or .
e Specify the COM Port order for unspecified types of terminal; or {F'e'd Code Changed

e A combination of both.

To enable or disable the Force COM feature, a Telium, Tetra or Axium device must be connected.
Right-click My Computer, choose Manage and select Device Manager in the left-hand pane and right
click on Ingenico xxxxxx Comm Port then Properties.

f A Computer Management
File Action View Help
s 2EEHBE =B %S

& Computer Management (Local | 4 Ingenico-PC

Actions
4 [f} System Tools > 3 Batteries P ——— )
W? (® Task Scheduler 3 ? Computer DeesManager =
> [@] Event Viewer b g Disk drives More Actions »
) Shared Folders » -, Display adapters
» & Local Users and Groups L DVD/CD-ROM drives
» ® Performance » {5 Human Interface Devices
= Device Manager » - IDE ATA/ATAPI controllers
4 £3 storage b= Keyboards
{27 Disk Management > -1 Mice and other pointing devices
b s Services and Applications » I Monitors

» -8 Network adapters
473 Ports (COM & LPT)
5 Ingenico |~ - ———— = ===

Update Driver Software...
[ Processors | F
»-% Sound, video | Disable
» -8 System devic Uninstall
4-§ Universal Serig
§ Ingenicoq  Scanfor hardware changes
# Ingenico il Pope e
§ Intel(R) 82¢ 265C

@ Standard OpenHCD USB Host Controller
§ USBRoot Hub
§ USBRoot Hub

el

Opens property sheet for the current selection.

In the right-hand panel you will see two devices:
e Ports (COM & LPT) section
e The low-level driver will be named “Ingenico xxxxxx Comm Port (COMn)” or “Ingenico Telium

Comm Port (COMn)”, where “COMn” refers to the port currently assigned. It contains all the
configuration options.

e Universal Serial Bus controllers section

e The high-level driver will be named as per the USB ID Name (see section 2_1_2 ,Terminals) [Fiem Code Changed
and will vary depending on the terminal. N
{ Field Code Changed
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Ingenico iWL2x0/iWL3xc Comm Port (COM3) Properties

General | Port Settings | Force COM port | Diiver | Details |

(B8

Ingenico iWL20cAW Lo Comm Port (COM3)

Device type: Ports (COM & LPT)

Manufacturer: Ingenico
Location: Location 0 {usbcdeacm bus)
Device status
This device is working property. B

Then select the Force COM port tab to display the Force COM port features;

24/26

Ingenico iWL2w0¢/iWL30c Comm Port Properties

Port Settings | Force COM port | Driver | Details

()

¥ Force COM Port Feature enabled

Force COM Port List - PID based

PID COM port
(Enter Hex value of Device PID)  (Enter decimal Value of COM port)

& =
2 [ & s
e ER
[ [

Force COM port - Order of connection based
(Enter decimal Value of COM port)

[e0 [7° [s [s7 [w
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To enable or disable the Force COM Port feature check or uncheck the Force COM Port Feature
enabled option respectively.

In the example shown above the option is enabled.

The Force COM Port feature has a number of settings to force the COM port. Depending on the exact
requirements the level to which the different options are set will vary.

In the above example the following rules are defined:
e If an Ingenico iPP3xx/iPP4xx terminal is connected (PID 0x0060) then the COM Port selected

will be COM4;

e If an Ingenico iISC350 terminal is connected (PID 0x0061) then the COM Port selected will be
COMS5;

e If an Ingenico iSC2xx terminal is connected (PID 0x0062) then the COM Port selected will be
COM33;

e If any other terminal is connected (any PID other than the three specified) then the COM Port
selected will be COM6 (or in this example it could fall back to COM7-10 in that order if those
ports are in use etc...).

The same port number may be used for more than one option for example, and there is no
requirement to complete all the fields. However, it is recommended that you add at least PID 0x0028,
together with at least one port for unspecified PIDs.

Incorrect configuration of the Force COM Port feature can cause the Windows “System Settings
Change” (ie. restart required) dialog box to appear when a terminal is attached and a COM Port
cannot be allocated.

See section 2_1_2 Terminals for a complete list of PID and USB ID Names supported by the current {Field Code Changed

version of the driver.
{ Field Code Changed

5.5 Why the window “System Settings Change” is displayed?

The “System Setting Change” window - requesting to restart the computer - is displayed when the PID
of the terminal currently connected to the PC is not listed in the parameters of the Force COM port
feature when enabled.

System Settings Change

L] Windows has finished instaling new devices, The software that supports vour device requires that vou restart vour computer.You musk restart vaur
\t} computer before the new settings will take effect.

Do o want ko vrestart yvour computer now?

To remove this window, the PID of the terminal must be specified from the configuration panel of
Force COM port feature or a default COM port must be set.
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This Document is Copyright © 2024 by INGENICO. INGENICO retains full copyright ownership,
rights and protection in all material contained in this document. The recipient can receive this
document on the condition that he will keep the document confidential and will not use its
contents in any form or by any means, except as agreed beforehand, without the prior written
permission of INGENICO. Moreover, nobody is authorized to place this document at the
disposal of any third party without the prior written permission of INGENICO. If such permission
is granted, it will be subject to the condition that the recipient ensures that any other recipient of
this document, or information contained therein, is held responsible to INGENICO for the
confidentiality of that information.

Care has been taken to ensure that the content of this document is as accurate as

possible. INGENICO however declines any responsibility for inaccurate, incomplete or outdated
information. The contents of this document may change from time to time without prior notice,
and do not create, specify, modify or replace any new or prior contractual obligations agreed
upon in writing between INGENICO and the user.

INGENICO is not responsible for any use of this software, which would be non-consistent with
the present document.

The Bluetooth®word mark and logos are registered trademarks owned by Bluetooth SIG, Inc.
and any use of such marks by INGENICO is under license.

Windows is a registered trademark of Microsoft Corporation in the United States and other
countries.

All trademarks used in this document remain the property of their rightful owners.”
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